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2 How to avoid a tipover; how to survive one

(1) Do not tilt elevated loads forward ! (2) Do not elevate tilted loads !

A\ WARNING A\ WARNING

(3) Do not pick up an off-center load !

(5) Do not sttempt to pick up or deposit a (6) Do not go over obstacles-curbs,ditches,
load unless the forklift truck is level ! ridges and railroad tracks !

(7) Do not travel with forks higher than 15 to (8) Do not make fast or sharp turns with a
20cm(6 to 8 in.)above the ground ! loaded or unloaded truck !

| @ \\j

(9) Do not turn too sharply , even with an
empty raised mast , to avoid a tipover !




(11) Do not jump off your truck if it starts to (12) Do wear a hard hat !
tipover ! A WaRNING

A WARNING

How to Survive in a Tipover

DANGER
Remember , your chances for survivsl with your seat belt fastened in a tipover are better
if you stay in your truck . If your truck starts to tipover :
1.Firmly hold on to the steering wheel and brace your feet .
2.DO NOT jump off'!
3.Lean away from impact .
4.Lean forward .

n (2)

)
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3 Notice of Sideshift’s installation,employment and security
Installation

1.Remove from pallet

Nameplate\{ ,

2.Remove Lower Hooks

3.Mount on Lift truck

Remove clips after mounting.
ITA Class II -.60-.66
in.

ITA Class 1I -.32-36 %
in. S5

Truck Carriage

4.Install lower hooks

Rai‘sq hooks ‘
L

B i
E-Series:0.09in T’= 2
55D:0.06in S+ 55D:115-125 ft.1bs
100D:0.12in 100:140-150 ft.1bs
F-Series:0.03-0.06in F-Series:120 ft.1bs

Torpues
E-Series:115-125 ft.1bs



5. Flush supply hoses 6.Install hoses

7.Install fork

< AN
“N

Torque:145ft A S

9.Lubrication Points

@The upper bearings and lower bearings should be greased at
@ After first 500 hours, lube all bearings with chassis grease.

F30



Sideshifter operation

Tilt front

Load will not sideshift

Check for exteral
leaks

Sideshift Left

Sideshifting Fanctions

A Sideshift Left

B Sideshift Right |

sideshifter capacity

Check hydraulics for low
supply pressure and flow

|

\C
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Load weight exceed ' " H

Inadequate upper bearing
lubrication or worn bearings

Low mounting hooks
installed incorredtly




4 Maintenance records

Name

Date

Inspection parts

Lubrication patrs

Replacement parts

Remarl
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NO:A009
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